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The AMHistoryat ILT
LPBFRasakeyenablerof AM

Over 25years

of experiencein LPBF at ILT

From
PrototypingX

..to Series
Production

1996 2001 2003 2008 2015 2021
Basic Patentor LPBF . First dental . Firstseries Fullyautomatic
: First Tool Insert . Firstimplant .
filed by ILT production production process
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More than 20 machines enable research and implementation of a wide variety of

applications

Laboratorymachines

Inhousedevelopments

Trumpf TruPrint 5000

Aconity Midi i Hazard. Mat.
Preheating 1200°C @170 x 150 mm?3

LMI Alpha
2140 x 200 mm3

LPBF-ScalAR
800x1000x400 mm?

Hybrid Machine

LPBF und Wire-LMD

W Preheating 500°C [ 10[0)¢
SLM Solutions 280 HL Twin
P = 500W 280x280x365 mm3

Concept X-Line 2000 R
P = 2x1000W 800x400x400 mm3

EOS M270
P = 200W 250x250x215 mm?

Trumpf Trumaform
P = 1000W. @250x160 mm?3

EOS Formiga (SLS)
200x250x330 mm3

Aconity Mini T Mikro LPBF 3x Laboratory Systems

@140 x 190 mm3 Adaptive process control and laser & optics integ

1x Laboratory System
@170 x 150 mm3 Preheating concepts and reactive materials
Aconity Midi 1x Laboratory System

Preheating 800°C @170 x 150 mm?3 Process monitoring

Aconity Midi i green

1x Laboratory System - SLS

Flexible setup for laser & optics integrations
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LPBF department pursues a holistic, proeesgstem, application and polymetechnical
and digital approach for various industries

Laser Powder Bed Fusion

M. Sc. Tim Lantzsch !
Head of Department Laser Powder Bed Fusion LPBF I 20 LPBF machines incl. commercial a_ =%~

laboratory equipment

Tel +49 241 890603 , Approx. 30 student assistants
© g and 20 Bachelor/Master candidates

tim.lantzsch@ilt.fraunhofer.de

Prof. DrzIng. DipkWirt.-Ing.
Sebastian Bremen

Group Manager

AM Polymers

Dipl-Ing. SimorVervoort
Group Manager
Application Development LPBF

M. Sc. Niklas Préatzsch
Group Manager
Process and Systems Engineering LPBF

| Tel +49 241 890637
Sebastian.bremen@ilt.fraunhofer.de

Tel +49 241 896602
simon.vervoort@ilt.fraunhofer.de

Tel +49 241 8908174
niklas.praetzsch@ilt.fraunhofer.de

Research Associates
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Infrastructure at Fraunhofer ILT

Aluminium lron
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AlSi10Mg A Stainlessteels

AISi7TMg (316L, 174PH)

AISIOCU3 A Toolsteels

(H13,Maragingstee)

AlSi12

AlMgSc

o 4 Additionalexpertisein alloy
P i developmentat ILT
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Inconel718
Inconel625
Inconel738
Inconel939

HastelloyX

Nickel
base

T

Cu

Co Cr

Othermaterials

Titaniumalloys
Copperalloys
Cobaltchromealloys

Magnesiumalloys

el A6 AT Preciougnetals
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LPBF with modulated laser radiation

Comparisorcw vs.ps

Continuous Wave Mode

) . - *
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Fraunhofer:ILT

Pulsedmodulated Mode
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Macro Laser Powder Bed Fusion with pulsseadulated laser radiation
Geometric accuracy and detail resolution can be increased for large scale parts

Goal

» U

_
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Increasing abuilt geometric accuracy and detail resolution for industrial
scale applications, e.qg. for filigree structures to increase part quality and to
reduce post processing effort.

[
»

Vs

Approach %
/

Adjustment of processing parameters such as scanning speed, pulse overla,_o.
and pulse frequency so that discretely solidifying melt pools are generated‘S ot
within the build part contour. Limiting melt pool volume prevents

overheating phenomena such as excessive melting and hence, geometric _ p,

Spotdiameter

continuouswave(cw)

iedmaterial Melt pool

Excessivenelting
A Reducedh

o =
deviations are reduced. 2 ‘:-3,,.-?_ o T Y VT
g g I e % / é é é “_

Benefits ERR it
A 11
T=1/f —_ s

Due to reduced geometric deviations, subtractive post processing effort is
reduced. Increased detail resolution in functional part areas leverage build
part performance (e.g. turbomachinery parts).

4uppressedexxcesivefnelting
A highaccuracy

\
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Geometrycontrolled Energy Input for LPBF Idea and Approach

LPBFChallenges

f? Dynamicadaption of LPBHRProcess
. parameters

Spatter Overheating Procesdailure Procesgluration ‘

Exemplaryproperties of each voxel
Z distanceto powder

2Ddistanceto componentcontour

avoxeldensityd  spefificregionsof the part

CADmodel voxelmodel B == -
of part of part Procesgarametersasfunction of voxel
properties
_ —
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Geometrycontrolled Energy Input for LPBF
Approach

Challenges

Labor

Al

Application

Q

BMW Group

Approachof ILT

|dea and

Geometry-adapted process control
< o s I 140 pm

0 pum

-140 pm
+ Surface topography

Adaptively &
parameterized ¥

Standard

Application adapted process control

FEM Analysis Targeted adjustment of porosity

Expertiseof ILT

Proprietary software for laser & scanner control

N

50 W

150 W

Laser Power

Proprietary software for data preparation

Seitel2
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Beamshapingfor LPBF
Scalingpf productivity by highlaserpowers

LI

— Principle
Goal:Increase of productivity by LPBF processing with high laser
powers

Challenges:

high peak intensities
A Strong evaporation due to excessive energy input
A Risk of keyhole induced defects and process instabilities

Approach:

A Variation of laser beam diameteg d
A Variation of laser intensity distribution
Benefits

U Robust higkpower LPBF processing

A For Gaussian laser intensity distribution high laser powers resu

Seiteld
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— Approach

Intensity |,
[Wicm?]a

Control of local energy input

Evaporation
/7 ™ (excessive energy
.............................. in.put)..............................._.I._...........................

\

TEMPERATURE

TIME

Laser beam diameter,d

©)

Laser intensity distribution
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Beam shaping for LPBF

Combinedprocess and systems engineering for hpgbductivity LPBF

M Relative density m Theoretical build-up rate

) 100,00%
A Beam shaping for control of LPBF processing regime
A wStl A0S RSyabidsa 27
] _ _ 99,80% A
A Increase of theoretical buitdp rate by up to 150% compared to
Gaussian reference for IN625 >
‘0
T 99,60%-
©
[}
=
Heatconduction dominatedPBF Keyhole dominated-PBF s
x
99,40% A
99,20% A
99,00% -

14

12
_ 10

0

T T T T T
BN (] [0¢]

Theoretical buileup rate [mm3/s]

T
N

—

ds—80un{ds 100 p s—160ur‘1ds—200u s—165ur‘1ds—200un

Gaussian (reference) Gaussian defocused Ring-Mode
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LPBRvith greenlaserwavelength
Extensiorof processboundariedor highlyreflectivematerials

=
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beam diameter: 160 pumrppHaj

LPBF with green laser wavelength enables stable and reproducible processing of pure copper

Seitel6
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Demonstrator part; LPBF with green laser wavelength

LPBF lab machine at ILT
Laser beam diameter,é 160 pm
Layer thickness > 30 um
Build job duration: approx. 26 h

Seitel?7
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LPBFof copperandcopperalloys
Design an@pplicationdemonstrators

Fraunhofer ILT

Fraunhofer ILT

Fraunhofer ILT Fraunhofer ILT
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Direct Preheating of the Melt Pool Layer for Laser Powder Bed Fusion
Constant preheating independent of build height

Results

Integration of a VCSEL laser module from TRUMPF photonic components into

a LPBF laboratory machine Fullsize cyclic preheating based on:IN¢

Successful applications:

Reduced deformation for IN718 and TiAI6V4 (>°600
Crack free processing of IN738 (> 1W)0

Current research: Processing of titanium aluminides (iBIMat > 90€C

Lowering
W
N g
) A- ';./ “ .
AbmesSunge?( :

base plate
Preheating Cooling & Vi I:éis;ung: o o
removing
powder

Melting

Wellenlange: -808nm
Max.demperatur: 110C°C (bis jetzt)

Recoating

Page 5
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Continuous Preheating based on Vertical Cavity Surface Emitting Laser (VCSEL)

TRUMPF
HE W e Fraunhofer

L PHOTONIC
PRODUCTION ILT



yILS|ze Cyclic Preheating Near Infrared (NIR) Technology

B Fraunho

ILT
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Hybrid-additive Prozessfuhrung mittels LPBF und LMD

Bearbeitungsschritte bei kombinierter Prozessfiihrung

Prozessablauf:
Start GCode LI\/IQQ

W-LMD
Bearbeitung

Verfahren der
Bauplattform nach
unten

Pulverauftrag
LPBHProzess

Lew-u

L/

* n = Anzahl LPBEagen bis zur néchsten
LMDLage, aufgrund der unterschiedlichen
Schichtdicken ca. 10

Seite22
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Kombinierte Systemtechnik am Fraunhofer ILT

Entwicklung eines kompakten LM{®pfes mit koaxialer
Drahtzufuhr

Nachgeristete LPREboranlage mit kombinierter
Prozesstechnik

Durchgéngiges Datenformat flr die Bahnplanung mittels
LMD und LPBF

Langjahrige Erfahrung in der Prozessentwicklung der
jeweiligen Verfahren fur div. Materialien

Prozessparameter fur den Werkstoff Ti6AI4V fir LMl
LPBFEInzelprozesse

Durchmesser Bauplattform: 200 mm

\
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Vorarbeiten am Fraunhofer ILT: Kombinierte Prozessflhrung

~Kombinierte Prozessfiihrung fuir IN718 (W-LMD) und 316L (LPBF):

— Ubergangsbereiche — Uberhange — Innenliegende Strukturen

60 Grad
oX

A Kombinierte Prozessfiihrung von LPBF urtiMD exemplarisch fir Werkstoffkombination IN718 und 316L demonstriert

\
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LPBF with modulated laser radiatiorl(RBF)
Demonstrators

Photograph SEM Detall

eite; =
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LPBF for Engineering Steels

I Hardnesgasbuilt)
Build > 62 HRC

d'recncn Partdensity

Baseplate . > 99,96%

Build
direction

<

Material: High-speedsteelHS 65-3-8 (ASP2030) with 1)8t.-% C
VolumeenergydensityE, = 80 J/mm3

PreheatingemperatureT, = 500C
Source: WZL RWTH Aachen University, Fraunhofer Institut fir Lasertechnik (ILT)

© Fraunhofer ILT

Processednaterial: Inconel718
Cuttingspeed: V.= 5 m/min

Cuttignedgeradius r, = 20 pm

Chipthickness h =0,2 mm
Coolant trocken
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Miniaturized Process Chamber Module for LPBF
Improving material development for LPBF

Goal
Improving experimental investigations for new LPBF alloys
Approach

Miniaturized LPBF process chambeegratableinto a standard LPBF
(laboratory) machine

Very low powder demand, fast and easy establishing of process readiness
Benefits

Open Software

Powder demand of approx. 2 cl

Shared utilization of key machine components
(Laser system, optical alignment)

Full inert gas atmosphere in < 10 min (O2 <50 ppm)
Integrated shieling gas system

Compact design (easy material change)

age _—
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Miniaturized Process Chamber Moc!ule for LPBI
. Fraunhofer

ILT

?

https:// outube.com/watch?v=nORINIGBE



https://www.youtube.com/watch?v=nQm-f_lqBD4

Part geometry effect on material properties

Transient thermal LPBF simulation of topology optimized part

Temperature
— 500°C
Complex part geometrielgad to
inhomogeneous thermal historyn LPBF process 22°C

LPBF of I6AI4V: Overheating leads to intrinsic heat treatment and higher
I -phase fraction

ANSYS
2020 R2

ACADEMIC

BERRRINNIn

Part scalgrediction modelunder development I_I.FI&IMIAfIVl |'| |

TH6AHYV -phase fractiorf%]
0 10 20 SEM imaging (BSE mode)

GDUN

»

Build direction

10 mm

—
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